
Volume 51 / Issue 2/2006

T. MOSKALEWICZ, M. WRÓBEL, S.DYMEK, M. BLICHARSKI 
DIFFERENCES IN MICROSTRUCTURE AND TEXTURE DEVELOPMENT DURING
DEFORMATION AND RECRYSTALLIZATION OF COPPER AND ALUMINIUM (110)[001]
SINGLE CRYSTALS

A. NOWOTNIK, L. BŁAŻ, T. SIWECKI, J.SIENIAWSKI 
PHASE TRANSFORMATION DURING HOT DEFORMATION OF 0.16% C STEEL

K. ŚWIĄTKOWSKI, R.HATALAK
APPLICATION OF MODIFIED TOOLS IN THE PROCESS OF THIN - WALLED TUBE
DRAWING

  

T. GARSTKA, T. DYL
CIRCUMFERENTIAL RESIDUAL STRESSES IN TUBES ESTIMATED BY MEANS OF
DEFLECTION METHOD

M. KEMAL KULEKCI, A. SIK 
EFFECTS OF TOOL ROTATION AND TRANSVERSE SPEED ON FATIGUE PROPERTIES
OF FRICTION STIR WELDED AA1050-H18 ALUMINIUM ALLOY

J. KUŚNIERZ, M-H. MATHON, J. BOGUCKA, M. FARYNA, Z.JASIEŃSKI, R. PENELLE, T.
BAUDIN 
MICROSTRUCTURE, TEXTURE AND MECHANICAL PROPERTIES OF COPPER UNDER
ARB PROCESSING

A. PAWEŁEK, A. PIĄTKOWSKI, S.KUDELA, Z. JASIEŃSKI 
ACOUSTIC EMISSION IN Mg-Li-Al ALLOYS AND RELATED COMPOSITES BASED ON

 1 / 3

files/archiwum/Vol2_2006/art01.pdf
files/archiwum/Vol2_2006/art01.pdf
files/archiwum/Vol2_2006/art01.pdf
files/archiwum/Vol2_2006/art02.pdf
files/archiwum/Vol2_2006/art03.pdf
files/archiwum/Vol2_2006/art03.pdf
files/archiwum/Vol2_2006/art04.pdf
files/archiwum/Vol2_2006/art04.pdf
files/archiwum/Vol2_2006/art5.pdf
files/archiwum/Vol2_2006/art5.pdf
files/archiwum/Vol2_2006/art06.pdf
files/archiwum/Vol2_2006/art06.pdf
files/archiwum/Vol2_2006/art7.pdf


Volume 51 / Issue 2/2006

DIPHASE ALPHA + BETA MATRIX SUBJECTED TO CHANNEL-DIE COMPRESSION AT
ELEVATED TEMPERATURE 140 'C

  

E. PAWLAS-FORYST, K.T.JACOB, K. FITZNER
THERMODYNAMICS OF SmMnO3 AND SmMn2O5 PHASES DETERMINED BY THE E.M.F.
METHOD

E. KAWECKA-CEBULA, Z.KALICKA, J.WYPARTOWICZ
FILTRATION OF NON METALLIC INCLUSIONS IN STEEL

A. GRUSZCZYK
KINETICS OF NITROGEN DISSOLUTION IN ARC - MELTED STEELS

YU. N. KOVAL, G. E. MONASTYRSKY, V.V.ODNOSUM, T. CZEPPE, YU.V.KUDRAYVTSEV,
A. V. YEFREMOVA, YU. V. NESTERENKO, V.A.MOKHORT 
THE INFLUENCE OF THE ALLOYING WITH B AND Re ON NiAl BASED ALLOYS

J.WESOŁOWSKI, W. GŁUCHOWSKI, L. CIURA 
NEW LEAD FREE ZINC ALLOY FOR UNIT MODE HOT-DIP GALVANISING OF STEEL
PRODUCTS
  

M. SATERNUS, M. OBCARSKI, J. BOTOR 
PHYSICAL MODEL OF THE BARBOTAGE PROCESS OF ALUMINIUM

L. BURZYŃSKA, E. RUDNIK, P. BARTECZKO 
RECOVERY OF COPPER AND COBALT FROM LOW COPPER Cu-Co-Fe ALLOY

 2 / 3

files/archiwum/Vol2_2006/art7.pdf
files/archiwum/Vol2_2006/art7.pdf
files/archiwum/Vol2_2006/art8.pdf
files/archiwum/Vol2_2006/art8.pdf
files/archiwum/Vol2_2006/art9.pdf
files/archiwum/Vol2_2006/art10.pdf
files/archiwum/Vol2_2006/art11.pdf
files/archiwum/Vol2_2006/art12.pdf
files/archiwum/Vol2_2006/art12.pdf
files/archiwum/Vol2_2006/art13.pdf
files/archiwum/Vol2_2006/art14.pdf


Volume 51 / Issue 2/2006

Z. PATER, J. BARTNICKI 
FINISHED CROSS - WEDGE ROLLING OF HOLLOWED CUTTERS

K. ZIEWIEC, P. KURTYKA 
DETERMINATION OF THERMAL AND MECHANICAL PROPERTIES OF Ni63Cu9Fe8P20
AMORPHOUS ALLOY

  

K. PIEŁA 
ANALYSIS OF GEOMETRICAL AND STRUCTURAL FACTORS DETERMINING PLASTIC
FLOW OF TWINS IN ZINC CRYSTALS

M. SUŁOWSKI
SINTERED MANGANESE STEELS

  

 3 / 3

files/archiwum/Vol2_2006/art15.pdf
files/archiwum/Vol2_2006/art16.pdf
files/archiwum/Vol2_2006/art16.pdf
files/archiwum/Vol2_2006/art17.pdf
files/archiwum/Vol2_2006/art17.pdf
files/archiwum/Vol2_2006/art18.pdf

